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RAUFLOOR Neostein

SPC Flooring Test Report

DATE :- 01/01/2026
SIZE:- 1811220 MM

THICKNESS:- 4 +1 MM * 0.5 WEAR LAYER DESIGN NO. :- 1124

Sr.No Test Description Standard REHAU Test Result
1 PEAL STRENGTH 90 NEWTON 130 TO 160 NEWTON
2 DENSITY 1.98 KG TO 2.0 KG / SQ.MTR 1.98 Kgs / Sq. Mtr.
3 THICKNESS VARIATION 0.03 MM 0.01MM
4 CLICK STRENGTH 2.8 KILONEWTON 5.00 TO 8.00 KILO NEWTON
5 WEAR LAYER TEST 17 TO 22 MILIGRAM 18 TO 20 MILGRAM
6 POINT SCRATCH 500 GRM, 1KG,1.5 KGS PASS
7 MICRO SCRATCH 6N (100 ROUND) PASS
8 CASTER WEAR 25000 RPM PASS
9 SIZE 181*1220 MM 181.02*1220.05 MM

10 GLOSS CHECK 4T0 6 GLOSS 4.5T0 5.9 GLOSS
i CROSS HATCH 5B PASS
12 GAP BETWEEN 2 PLANKS 0.1 MM 0.08 MM

REHAU Polymers Private Limited (CIN No: U74999GJ1997PTC169510)

Registered Office and Plant: Unit A, Nexus Industrial Park - Phase -

2, Survey No: 785, Vadodara - Halol Road, Village -

Kotambi, Taluka: Waghodia,

District: Vadodara — 391510, Gujarat (India)Phone No: +91 2135-674301, Fax No: +91 2135-674300 | Email: infoindia@rehau.com |

Website: www.rehau.co.in

India Headquarters: 5th Floor, Block 2, Magnum Global Park, Golf Course Extension Road, Sector 58, Gurgaon, Haryana - 122098




