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Product Specification

ASTM & EN Standards - Safety and Performance

Thickness

Wear Layer

Size

Surface treatment

Edges

Packaging

Locking System

Warranty

5.0mm

0.55mm

181x1220MM

PUR coating

Micro-bevel

10 pcs, 2.15 sqm/box

Valinge Locking (2G & 5G)

05 years

08 years

Thickness

Wear Layer

Size

Surface treatment

Edges

Packaging

Locking System

Heavy commercial

Light commercial

12 yearsResidential

Description

Squareness

Residual Indentation

Dimensional Stability

Slip Resistance

Heavy Metals

Chemical Resistance

Resistance to Heat and Light

Anti-static

Formaldehyde

Static Load

Castor Chair

Pull strength

VOC Emission Criteria

Burning Mode (Critical Radiant Flux)

Burning Mode (Smoke Density)

Standard

ASTM F2055

ASTM F1914

ASTM F2199

ASTM D2047

ASTM F963

ASTM F925

ASTM F1514 & F1515

ASTM E648

ASTM E662

EN 1815

EN ISO 717-1

ASTM F970

ISO 4918

Valinge method

CHPS 01350

< 450

Yes

E1

< 0.005'', 250 lbs load

≥200kg/m

Slight change in apprearance No delaminaton

Requirement

≤0.01'' (0.25mm)

≤8%

≤0.02'' / linear foot (0.16%)

R10

Refer to Standard

No more than "Slight change"

�E≤ 8.0

Class 1 (≥0.45 W/cm2)

Result

Pass

Pass

Pass

Pass

ND

Pass

Pass

Pass

Pass

Pass

Pass

Pass

Pass

Pass

Floor Score Certificated

Technical Specification

RAUFLOOR Neostein
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Warranty exclusion

This warranty does not cover claims regarding damage such as scratches, indentation, discoloration, resulting from lack of proper
installation/maintenance, misuse, negligence, spiked-heal shoes, pets insect, water, moisture, fire, pebbles, sand or other abrasive,
insu�icient protection on furniture, wet mopping, excessive heat or dryness failure to maintain proper level of temperature or failur
to follow all the REHAU’s maintenance and care instruction.

REHAU considers flooring that have been installed as that which has been accepted as ordered. Prior to the installation, The homeowner
dealer or installer has the responsibility to inspect the product to ensure proper colour, size, integrity of the structure and finish.

The installer must use reasonable selectivity and hold out or cut-o� piece with defects, whatever the cause. REHAU assume flooring
that have been installed as that which has been accepted. This warranty does not cover claim of product that have been installed with
visible sign of defect or variance.

Use of floor care products other than those specially recommended to use on the REHAU’s flooring may damage your floor and void
this warranty. See your dealer or contractor for the REHAU’s recommended products.
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